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Technical Bulletin

Subject Change of engine type deéignation

Affected engine
models All engines of the following models

SPORTAVIA LIMBACH SL 1700
LIMBACH L 2000
LIMBACH L 2400

Background

Information Simplification and standardization of the engine type designation
Additional
informatios New type designation
L1700E01.xx
—
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1. LIMBACH (Manufacturer)
2. Cubic displacement class in cm®
3. E - Single ignition
D - Double ignition
4, Accessories - Basic configuration
0 - Tractor type engine
Carburetor in the back, bottom location
Alternator in the back
Starter in the back
A - Tractor type engine
Carburetor in the back, top location
Alternator in the front B
Starter in the front ’
B - Tractor type engine
2 Carburetor in the back, top location
Alternator in the back
Starter in the back
C - Pusher type engine
Carburetor in the back, bottom location
Alternator in the back
Starter in the back
D - Tractor type engine.
Carburetor in the back, bottom location
Alternator in the front
Starter in the front
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E - Tractor type engine
2 Carburetors in the back, top location
Alternator in the front
. Starter in the front

5. 1 - Propeller hub for variable pitch propeller
2 - Propeller hub for fixed pitch propeller
3 - Propeller hub according to SAE Std. No. 1 for fixed pitch propeller

6.+7. Deviations from the basic configuration
Details concerning specific variations.
An "X" in this location designates engines without certification for experimental

Comparison of old and new type designations

purposes.

Compliance Change of the type designation on the crankcase and replacement of the engine nameplate. These
changes may only be carried out by the manufacturer on the occasion of an engine overhaul.

Priority none

OLD. NEW

SL 1700 E L1700 EO 2
SL 1700 E | L 1700 EO 1

SL 1700 EA L1700 EA 2

SL 1700 EA| L1700 EA 1

L 1700 EAA L1700 ED 2
SL 1700 EB L 1700 EB 2

SL 1700 EB | L 1700 EB 1

SL 1700 EC L1700 EC 2
SL 1700 EC | L 1700 EC 1

L 2000 EO 1 L 2000 EO 1
L2000 EO 2 L 2000 EO 2

L 2000 EA L2000 EA 2

L 2000 EA 1 L 2000 EA 1

L 2000 EB 1 L 2000 EB 1

L 2000 EB 1.A L 2000 EB 1.AA
L 2000 EB 1.B L 2000 EB 1.AB
L2000 EB 1.C L 2000 EB 1.AC
L2000 EA1.B L 2000 EE 1

L 2000 EA.B L 2000 EE 2

L 2000 EC 1 L 2000 EC 1

L 2000 ECL 2 L 2000 EC 2

L 2000 DA 2 L 2000 DA 2 -~
L 2400 EB 1 L 2400 EB 1

L 2400 EB 1.A L 2400 EB 1.AA
L2400 EB 1.B L 2400 EB 1.AB
L2400 EB 1.C L 2400 EB 1.AC
L2400 EB 1.D L 2400 EB 1.AD

This document has been translated to the best of our knowledge. In case of doubt however only the

German original shall be considered authorative.
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